


555SS Hot Water ELECTRIC Model

M Oil-Fired Heater M 2.2 GPM @ 13000 PSI M Hotsy Duplex Pump with 7-yr warranty M Portability standard M ETL-Certified for safety

Designed for tough, industrial cleaning.

DIRECT DRIVE

VOLT/PH PORTABILITY HOSE SHIP WT (lbs)
555SS 2.5 1300 2 1151 20 Qil Hotsy Duplex Direct Std 50 348
Dimensions: 42”1 x 29”w x 49”h

¢ 8" Oil-Fired Draft Dampener

Hotsy Accessories customize your application

for top performance
PP Telescoping wands extend

to 24’ to reach high places
without scaffolding
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High-pressure turbo
nozzles for faster cleaning

Clean better with Hotsy detergents

Hotsy pressure washers and parts washers clean best
when matched with specially formulated Hotsy detergents. —

More than 40 liquids and powders meet every cleaning ig?,_g",’gfﬁgi
need imaginable. Nearly all contain Hotsy’s exclusive reels keep hose
advanced-formula HCC additives to help prevent scale ”ﬁat’y“"’edf”d
build-up and to fight corrosion in your equipment. Most Sop areas sare
Hotsy detergents are USDA and Canadian Agriculture
approved. All are highly concentrated, so a little goes
a long way.

Spend some time with a Hotsy Expert

Hotsy has more than o
130 local distributors : Heavy-duty high-pressure
in North America, hoses in lengths up to 150-ft.
all factory-trained to

properly evaluate your
high-pressure cleaning

needs. Over 80% of

Hotsy’s distributors have

been supporting Hotsy systems
for more than 20 years.

Rotary surface
cleaner attaches
to your pressure
washer; reduces
overspray and
zebra striping

Distributed by:

This seasoned network of local
service professionals will ensure you
get the safest, most effective and most efficient
cleaning solution to your specific cleaning need.

b” Nothing Cleans Like a Hotsy!
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Tel: (800) 525-1976  Fax: (888) 830-9631

www.Hotsy.com  email:info@Hotsy.com SERVICE GENTER @lD
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to change without notice. ©2005 Hotsy

NOTE: We are constantly improving and updating our products. Consequently, pictures, features and
specifications in this brochure may differ slightly from current models. Flow rates and pressure ratings
may vary due to variances allowed by manufacturers of our machine components. We attempt to keep
our machine performance within £5 % of listed specifications.



